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  THE PROBLEM SOLVER
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A HEAVY DUTY SPIRAL WRAP FOR USE WHERE EXTRA PROTECTION

AND HARNESS WRAPPING STRENGTH IS REQUIRED
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IDEAL FOR:

* ELECTRICAL CABLE

* MINING                      

* FORESTRY EQUIPMENT

* DRILLING

* MARINA ROPE

* AUTO CARRIERS
SPECIFICATIONS:

* HEAVY DUTY POLYETHYLENE
* EXCELLENT DIELECTRIC PROPERTIES
* TEMPERATURE RANGE -70ºF T0 +212ºF (+250ºF AVAILABLE)
* MEETS FMVSS FLAME TESTS
* IMMUNE TO ATTACK BY MOST CHEMICALS

* TIGHT GRIP PREVENTS SLIDING OR LEAPFROGGING
	PART

NUMBER
	BOX

QUANTITY (FT)
	WALL THICKNESS (in)
	FITS MIN / MAX 

HOSE  ID-OD (in)

	WR555-50 
	100 FT
	0.089”
	½” TO 1”

	
	
	
	

	WR555-75 
	100 FT
	0.118”
	¾” TO 1 ½”

	
	
	
	

	WR555-100
	50 FT
	0.150”
	1” TO 2”

	
	
	
	

	WR555-125
	100 FT
	0.197”
	1 ¼” TO 2 ½”

	
	
	
	

	WR555-150
	100 FT
	0.230”
	1 ½” TO 3”

	
	
	
	

	WR555-200
	50 FT
	0.230”
	2” TO 3 ½”

	
	
	
	

	WR555-300
	50 FT
	0.250”
	3” TO 5”

	
	
	
	

	WR555-350
	50 FT
	0.250”
	3 ½ TO 6”

	
	
	
	

	WR555-400
	44 FT
	0.268”
	4” TO 7”

	
	
	
	

	WR555-600
	20 FT
	0.268”
	6” TO 10”


EASY TO INSTALL
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LIGHTWEIGHT


IMPACT RESISTANT


ROT AND RUST RESISTANT


REUSABLE


HEAVY DUTY WALL THICKNESS


FLAME RETARDANT





The wrap can be used on single hoses and cables for protection from chafing or cutting, or it can be used as a heavy duty harness to hold together a number of hoses.   A unique feature of OMNIWRAP is the ability to install it with the hose lines already in place. 

















